GENERAL
Place of Build
Vessel Type
Year Built
Flag

Call Sign
Class

PRINCIPLE DIMENSIONS
Length Overall

Beam

Maximum Draft

Net Registered Tonnage
Gross Registered Tonnage

MACHINERY & PROPULSION
Main Propulsion Number

Main Propulsion Type

Total BHP

Propellers

Bow Thruster

Lateral Thrust

Main Generators

Auxillary Generators

Rudders

PERFORMANCES

Fuel Consumption at Max Speed
Fuel Consumption at Service Speed
Towing

Standby

CARGO CAPABILITIES
Fresh Water

Drill Water

Fuel Capacity

Liquid Mud

Dry Bulk

Dead Weight

Clear Deck Area

Deck Cargo

ACCOMMODATION
Crew Accommodation
Passengers

Labroy, Indonesia
AHTS (DPS2)
2009

Singapore
9Vv8006

ABS

67.80 m
15.00 m
5.20m

500 tonnes
1600 tonnes

2

Mak 9 M25 Diesel Engines
8000

2 x CPP in kort nozzles

2 x 400 kw electric-driven
6 tons

2 x 370 kw Caterpillar

1 x 80 kw Caterpillar

2 x High Performance

30 m3 per day @ 14 knots
19 m3 per day @ 11 knots
TBA
TBA

580 m3 @ 125m3 per hr at 75m head
510 m3 @ 125m3 per hr at 75m head
600 m3 @ 125m3 per hr at 75m head
405 m3 @ 100m3 per hr

4 X 1500 cu ft each, total 6,000 cu ft
1650 mt

425 Square Metres

600 tons

16
Total 32
(6 x 2 berth) & (4 x 4 berth)

COMMUNICATIONS EQUIPMENT

HF radio

VHF Radio

Portable VHF Radio's

Satellite Communications (Voice and Fax)
E.P.I.R.B

GMDSS Compliance

NAVIGATION EQUIPMENT
Radar No. 1

Radar No. 2

GPS

Echo Sounder

Navtex

Auto Pilot

Gyro Compass

DECK MACHINERY
Tugger Winch
Capstan

Deck Crane

TOWING & ANCHOR HANDLING
Bollard Pull

Winch

Line Pull

Brake Capacity

Anchor Handling Wire Capacity
Tow Drum Capacity

Spare Tow Wire Capacity
Stern Roller

Tow Pins

Shark Jaws

LIFE SAVING APPARATUS
Liferafts
Rescue Boat

EXTERNAL FIRE FIGHTING
Capacity
Monitor

JRC-JSS-296SA
2 x JHS-32B

3 x NR-103

Mini M

1 x MT-401FF
Area A3

JMA 5330

JMA 5330
1xJLZ-700

1 x JFE-582

1x NCR-333

2 x NT991G-MKII
2 x CMZ-700D

2 x 10 tons
2 x5tons
1x3tonnes @ 15 m

105 tons

Rolls-Royce Marine AS

200 tons

250 tons

1400 m x 58 mm

1400 m x 58 mm

TBA

5.0 m x 1.8 m - SWL 250 tonnes

2 x Electro-hydraulic retractable

1 x Electro-hydraulic retractable - SWL 250 tonnes

4 x 16 men
1x6 men
FIFI 1 - 2400 cu m per hr

1 x 300-1200 m3 per hr

This technical specification sheet is subject to changes.



